PROJECT DESCRIPTION

THIS PROJECT INCLUDES THE REMOVAL OF THE EXISTING DAMAGED LUMINARE SUPPORT
~ AND INSTALLATION OF A NEW SIGN LIGHTING SYSTEM FOR THE OVERHEAD SIGN STRUCTURE
~ *#16300, LOCATED ON NORTHBOUND MD 5 / US 301 | MILE BEFORE THE MD 5 / US 301 SPLIT
IN PRINCE GEORGES COUNTY.

'PROJECT LOCATION

“A. EQUIPMENT TO BE FURNISHED BY ADMINISTRATION

S.EQ...NUMEEB CAT _CODE DESCRIPTION |
NONE

B. EQUIPMENT TO BE FURN!SHED AND OR INSTALLED BY THE CONTRACTOR
SEC, NUMBER  CAT CODE DESCRIPTION

100 100000  MAINTENANCE OF TRAFFIC
8018 80000  REMOVE AND DISPOSE EXISTING LUMINAIRES AND WIRING
8039 801615 RE-INSTALL EXISTING EXTRUDED SIGN
-8040 801706 REMOVE EXISTING EXTRUDED SIGN »
80471 803019 ~ FURNISH AND INSTALL NEW SIGN LUMINARE AND SUPPORT
8048 803025  SIGN LIGHTING SYSTEM TERMINAL UNIT
8052 806201 FURNISH AND INSTALL SIGN LIGHTING SYSTEM
- 8068 831025  F& 400 WATT MERCURY VAPOR LAMP AND LUMINAIRE FOR SIGN LIGHT SYSTEM
8073 832013 # CONDUCTOR CABLE *0 AWG
8074 833008  |INCH DIAMETER RIGID STEEL CONDUIT GALVANIZED SCHED. 40
8075 833012 [INCH DIAMETER FLEXIBLE STEEL CONDUIT |
8080 834004  TYPE (3) CONNECTOR KIT

C. EQUIPMENT TO BE RETURNED TO THE SHA
NONE
ALL MATERIALS REMOVED SHALL BECOME THE PROPERTY OF THE CONTRACTOR
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(EXISITNG SIGN AND SIGN LIGHTING)

YDERING LUMNARE

THIS PROJECT INCLUDES THE REMOVAL OF THE EXISTING EXTRUDED SIGN AND DAMAGED LUMINAIRE SUPPORT.
INSTALLING NEW SIGN LUMINAIRE SUPPORT AND INSTALLATION OF A NEW LIGHTING SYSTEM
AND RE-INSTALLING THE EXISTING EXTRUDED SIGN IN IT'S ORIGINAL LOCATION

A. REMOVE EXISTING OVERHEAD EXTRUDED SIGN, RE-INSTALL SIGN IN ORIGINAL LOCATION
B. REMOVE EXISTING DAMAGED LUMINAIRE SUPPORT AND REPLACE WITH NEW |
C. REMOVE EXISTING LUMINAIRES, ASSOCIATED CONDUIT AND WIRING

D. INSTALL SIGN LIGHTING. SYSTEM AND TERMINAL END UNIT

E. INSTALL PROPOSED CABLE AND SPLICE TO EXISTING CABLES IN UPRIGHT BASE
F.INSTALL 1*RIGID CONDUIT

G. INSTALL 1* FLEXIBLE CONDUIT
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BW = BREAKAWAY

NBW = NON-BREAKAWAY.
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NOTE: SEE MARYLAND STANDARDS 812.01, 8/2.04, AND 813.02 FOR
WARNING AND REGULATORY SIGN INSTALLATION
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SIGN PANEL

| = EDGE OF SIGN 6’ FROM FACE OF W-BEAM TRAFFIC BARRIER
2 = EDGE OF SIGN 30’ FROM EDGE OF TRAVELED ROADWAY

- 3 = EDGE OF SIGN 6’ MIN, FROM FACE OF CURB

4 = EDGE OF SIGN 6’ FROM EDGE OF SHOULDER

5 = SIGN CENTERED IN MEDIAN
6 -
7 =

VERTICAL CLEARANCE OF SIGNS

EDGE OF SIGN 6’ FROM EACH EDGE OF SHOULDER CENTERED IN GORE AREA
EDGE OF SIGN 3’ MIN, FROM FACE OF CURB

A. 76" MINMUM FOR BREAKAWAY SUPPORTS OR 5’-6" FOR NON-BREAKAWAY SUPPORTS.

- B. 2.0’ MINIMUM

C. 7’6" MINMUM & PREFERABLE. THIS DIMENSION IS TQ BE INCREASED ONLY
WHEN REQUIRED TO MEET A = 7'-6" FOR BREAKAWY OR
A (MIN.) = 5'~8" FOR NON-BREAKAWAY AND. B (MIN) 2’-0' .

ALL DIMENSIONS ARE TO BOTTOM OF SIGN
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